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c. When a new dehydrator is installed in accordance with Conditions 2 and 13.c.,
the permittee shall maintain the following:

i. A record of the results of any testing conducted to determine‘compliance
with Condition 13.c.

ii. If a Glycol Dehydrator using a condenser as an air cleaning device is
installed, a record of final exhaust temperature and time observed shall
be recorded twice per week on different days during daylight hours.

iii. If a Glycol Dehydrator using a flare as an air cleaning device is installed,
a record of daily visual observations of the continuous presence of a
flame shall be recorded.

iv. The date of any maintenance and repair of the required air cleaning
device and duration of uncontrolled emissions during such activities.

d. For a Glycol unit for which exemptions from Conditions 2 and 13.c. are being
claimed, the permittee shall maintain the following records:

i VOC emissions using GRI-GLYCalc™ computer software or an
alternative method as approved by the Department.

ii. A record of actual throughput per day and the glycol circulation rate.

These records shall be retained for a minimum of two years and shall be made available
to the Department upon request. The Department reserves the right to expand the list
contained in this condition as it may reasonably prescribe pursuant to the provisions of
Section 4 of the Pennsylvania Air Pollution Control Act (35 P. S. §§ 4004), and as it may
deem necessary to determine compliance with any condition contained herein.

18.  Start-up and Shut-down Exclusion
The emission limitations stated in Conditions 13.a.i, 13.b., and 13.c. shall apply at all

times except during periods of start-up and shut-down, provided, however, that the
duration of start-up and shut-down do not exceed one hour per occurrence.

Approved by:

Joyce E. Epps
Director
Bureau of Air Quality

Date approved: March 23, 2011
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